
For more information, or for price 
and delivery enquiries, please 
contact your friendly local 
photographic equipment supplier. 
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Other specifications:  
Maximum negative size: 60 x 60 mm (2¼" x 2¼" ).  
Lens: f4.5 50mm (supplied) or f4.5 80mm (optional).  
Baseboard: wood, laminate top surface, 420 x 590 mm.  
Baseboard magnification:  
2.5x - 11x with 50mm lens, 0.8x - 6.2x with 80mm lens.  
Height overall: up to 1095 mm.  
Depth overall:590 mm.  
Weight: approx 10.4 kg. 

PHOTOGRAPHIC ENLARGER 



Opemus 6 Standard  

(Product code O6STD50)  

Intended primarily for black & white 
enlargements of black & white 
negatives. A filter drawer is provided 
with diffuser glass for reduction of 
excessive contrast, and/or for 
optional insertion of special colour 
filters to correct colour or multigrade 
b/w photographs.  

Condenser system consists of 
double plano-convex lens assembly 
with built in thermal filter.  

The lamp (not included) is opaline 
240vac 150w max E27 base with 70 
mm envelope or equivalent. 
Compact fluorescent “energy-saver” 
globes are not suitable, however 
“halogen” or “dimmable” globes with 
frosted glass envelope may be 
suitable. 

Negative carrier is plastic, fitted with 
upper and lower glasses suitable for 
up to 6cm x 6cm negatives (2¼” x 
2¼”, medium-format). Metal glassless 
inserts are supplied to replace the 
glasses for 35mm negatives.  

A f4.5 50mm focal length lens is 
included, suitable for 35mm negative 
enlargements. Other lenses are 
available to better suit enlargements 
from larger format negatives. 


